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BROWN TOPSOIL PLACED IN 8" LIFTS
AND SHALL BE COMPRISED OF:
25-40% CLAY
25-40% SILT
20-40% SAND
pH: 6.2-7.6

 NEENAH FOUNDRY
COMPANY "BOULEVARD

COLLECTION" 5'-0" SQUARE
OR CITY APPROVED EQUAL

TREE GRATE FRAME WITH #3 BARS
TO TIE BACK INTO CONCRETE WALK -
INSTALL PER MANUFACTURE'S
SPECIFICATIONS

CONCRETE CURB
TYPE "III" MODIFIED.

6"x9 12", POURED FLUSH.

CONCRETE CURB TYPE "III"
MODIFIED. 6"x9 12", POURED FLUSH
WITH 6" CONTRACTION JOINT

PROVIDE SLAB REINFORCEMENT WHERE SLAB IS
SPANNING OVER PLANTING SOIL MIXTURE. EPOXY

COATED #4 BARS, 12" O.C. EACH WAY, TIE AT
CROSSING. EXTEND #4 BARS 18" LONG WITH ONE

END SMOOTH AND GREASED INTO ADJACENT
CONCRETE IF AREA ALLOWS. IF AREA IS NOT WIDE
ENOUGH FOR 18" EMBEDMENT ADJUST LENGTH AS

REQUIRED.

6"

6" DIA. HDPE PERF. PIPE WITH
FILTER SOCK. PROVIDE 2" OF
PEA GRAVEL TO COVER CAP
UNUSED END. DEPTH VARIES -
SEE GRADING PLANS FOR
DEPTH AND LOCATIONS.

Tree Grate/ Soil Vault Detail
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