
BROWN TOPSOIL PLACED IN 8" LIFTS
AND SHALL BE COMPRISED OF:

25-40% CLAY
25-40% SILT

20-40% SAND
pH: 6.2-7.6

FILL 1/3 OF PLANTING HOLE
WITH BACKFILL MIXTURE TO

STABILIZE TREE DURING
REMOVAL OF WIRE AND

BURLAP.

MINIMUM OF 3" PEA GRAVEL ON TOP OF
WEED BARRIER FABRIC. KEEP AWAY

FROM THE BASE OF THE TRUNK.

IDENTIFY TRUNK FLARE. TRUNK FLARE
IS WHERE THE ROOTS SPREAD AT THE

BASE OF THE TRUNK. THIS POINT
SHOULD BE PARTIALLY VISIBLE AFTER
THE TREE HAS BEEN PLANTED. IF THE

TRUNK FLARE IS NOT VISIBLE, REMOVE
SOIL FROM THE TOP OF THE ROOT BALL.

STRAIGHTEN PLANT MATERIAL IN HOLE.

CUT AWAY BURLAP, ROPE, WIRE, OR OTHER
WRAPPING MATERIALS FROM THE TOP OF THE
BALL, AND REMOVE FROM THE PIT. DO NOT
REMOVE BURLAP OR TIES ON THE SIDES OR
BOTTOM OF THE BALL. IF PLASTIC WRAP OR
OTHER NON-DEGRADABLE MATERIALS ARE
USED IN LIEU OF BURLAP, COMPLETELY
REMOVE BEFORE PLACING IN THE HOLE.

GROUND LINE TO BE 2" ABOVE GRADE
AT NURSERY.

TREE PLANTING WITH GRATE DETAIL
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